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(54) Title: STEERING COLUMN MODULE FOR A MOTOR VEHICLE 
(54) Bezeichnung: LENKSTOCKMODUL FUR EIN KRAFTFAHRZEUG 




00 (57) Abstract: The invention relates to a steering column module for a motor vehicle, comprising a steering angle sensor (13) that is 
^5 inserted into a module housing (1, 2). The rotor of the steering angle sensor is assigned to a steering column and co-operates with at 
least one fixed measuring wheel (37), in which angular modifications of the steering column are registered by electronic measuring 
O sensors (22), operating as the stator and connected to the vehicle electric system by means of a central printed circuit board (6). 

OThe measuring sensors (22) are fastened to the printed circuit board (6) and the measuring wheel or wheels (37) is/are mounted in a 
housing (38) that is fixed to the printed circuit board (6). 
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(57) Zusam men fossu ng: Ein Lenkstockmodul fur ein Kraftfahrzeug umfasst einen in ein Modulgehause (1, 2) eingesetzten Lenk- 
winkelsensor (13), dessen einer Lenksaule zugeordneter Rotor mit mindestens einem ortsfesten Messrad (37) zusammenwirkt, an 
dem uber eine zentrale Leiterplatte (6) des Lenkstockmoduls mit dem Bordnetz verbundene elektronische Messsensoren (22) als 
Stator Winkelanderungen der Lenksaule erfassen. Die Messsensoren (22) sind auf der 1 eiterplatte (6) befestigt und das mindestens 
eine Messrad (37) ist in einem auf der Leiterplatte (6) festgelegten Gehause (38) gelagerL 



